
BEDRAIL
ASSEMBLY INSTRUCTIONS



INSTRUCTIONS
1. Open the box and remove the contents.

Assist Bar
Legs(2)
Support Frame(2)
Base Frame
Brace Bar
Strap
Storage Pocket

2. Gather parts C,D, and E.
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3. Assemble the brace bar (E) to the 2 Support Frame
    pieces (C). Make sure that the arrow  on the two support 
    frame pieces is pointing up.
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4. Attach the Base Frame (D) to the Support Frame pieces (C)

5. Attach the Legs (B) to the Support Frame pieces (C)

6. Attach the Assist Bar (A) to the other side of the Support
    Frame pices (C). Notice the clips on the Assist Bar just
    below the padding. The clips should face outward
    as these are what the storage pocket hangs on.
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7. Attach the  Storage Pocket (G) to the outside of the
 Assist  Bar (A)

8. Take the mattress off the bed. Place the assembled bed
     assist at a desired location on your bed. Bed assist will sit
     between the bed frame and the mattress, or between box
     spring and the mattress. The legs will need adjusting
     depending on the height of your bed frame ( Fig. 1). 
     Make sure that the legs are firmly touching the ground.
     Once in place, take the strap (F) and thread it through 
     the 2 loops in the base (Fig. 2).  Depending on the size of 
    your bed you might be able to only loop it through one     
      loop in order to reach the opposite side of the bed 
     (on king size beds).
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Fig.1

Fig.2

9. Secure the strap around the bed  frame on the opposite 
    side of the bed and tighten.

10. Please the mattress back on the bed

11 Depending on the width of your mattress the top of the 
      assist bar might need height adjustment, adjust to 
      desired height by pulling out the  e-clip ( Fig. 2b) 
      and pushing  in the push button

Loops for strap
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